
GATELEAF SAFE EDGE

(STOP AND BACK OFF)

50x50 WELDMESH

IN REAR QUADRANT

NOT REQUIRED WITH 2M

PEDESTRIAN GUARD RAIL

GATE CENTRE LINE

DATUM LEVEL

BRC REINFORCING FABRIC

BACK ROLLER

LINE OF PHOTO CELL (650 INSIDE)

LINE OF PHOTO CELL (900 OUTSIDE)

EXIT

(SECURE SIDE)

ENTRY

(INSECURE SIDE)

FIRST POUR

SECOND POUR

FIRST POUR

FIRST POUR

FENCELINE FROM INSECURE SIDE

TO MATCH SECURITY RATING OF THE GATE

PROVIDED BY OTHERS

FENCELINE FROM INSECURE SIDE

TO MATCH SECURITY RATING OF THE GATE

PROVIDED BY OTHERS

PEDESTRIAN GUARD RAIL

TO PROTECT WHEN GATE OPEN

USE SUPPLIED LENGTH TO COVER

CUT TO SUIT DIMENSION

SEE DETAIL 'C'

MOTOR CONTROLS

TO BE PROVIDED HERE

REFER SPEC SHEET

Ø50 CABLE DUCT

BETWEEN POSTS

DUCTS TO RISE HERE

OPENING BETWEEN GATE LEAF STRUCTURE MEMBERS

REFER TO TABLE FOR INFILL OPTIONS

REFER SPEC SHEET
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CROMPTON HOUSE , CROMPTON WAY ,

CRAWLEY , WEST SUSSEX. RH10  9QZ

ENGLAND

Telephone :- 44 (0) 1293 548301

Fax :- 44 (0) 1293 560650

e-mail: contracts@frontierpitts.com

web site: www.frontierpitts.com
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SITE

SCALE TOLERANCES

CONTRACTOR

A

IF IN DOUBT ASK

FRONTIER-PITTS LTD

ALL ANGLES ARE PERPINDICULAR UOS

CONSULT DESIGN OFFICE IF ROADWAY IS NOT LEVEL TO ±10mm

THE INFORMATION CONTAINED IN THIS DRAWING

IS CONFIDENTIAL AND MAY NOT BE PASSED IN

WHOLE OR IN PART TO THIRD PARTIES WITHOUT

THE PERMISSION OF FRONTIER PITTS LTD.

THIRD ANGLE PROJECTION

ISO 2768-m,kNTS

DIMENSIONS IN MILLIMETERS

6035-01

FP Ltd.

RANGE SIZE 3.0m - 6.0m

SR2 SLIDING CANTILEVERED GATE

LH INSTALLATION DETAILS

6

1 ML ORIGINAL GL GL 20/02/17

KEY DIMENSIONS:

APERTURE - FROM 3.0m UP TO 6.0m

HEIGHT - FROM 2.0m UP TO 4.5m

OPTIONAL EXTRAS:

TOP PANELS / TOP PROTECTION

SAFE EDGE ON GATE LEAF AND/OR MOTOR POST

SAFETY LOOPS SET UP

FLASHING BEACON
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SR1 & SR3 also available.
Please contact Technical Sales 
on 01293 422800 or sales@frontierpitts.com

AutoCAD SHX Text
IF THE GATE SOLD ABROAD AND EXCEEDS 2.4m HEIGHT ADD TOP PANEL AS TOP PROTECTION

AutoCAD SHX Text
A

AutoCAD SHX Text
SECTION 'A-A'

AutoCAD SHX Text
A

AutoCAD SHX Text
%%UDETAIL 'B'

AutoCAD SHX Text
%%UMOTOR POST FOUNDATION

AutoCAD SHX Text
USE STANDARD DISTANCE 2560 BETWEEN POST CENTRES, NON STANDARD POST CENTRES MUST BE DIVISIBLE BY 50mm TO MATCH FENCE PITCHING.  

AutoCAD SHX Text
DETAIL 'C' PEDESTRIAN GUARD RAIL TO BE USED ONLY FROM SECURE SIDE

AutoCAD SHX Text
FOUNDATION REQUIREMENTS 1.     ROADWAY MUST BE LEVEL TO ±10mm FROM DATUM POINT - IF LEVEL CHANGES CONSULT DESIGN OFFICE. 2.     DIMENSIONS STATED ARE MIN, REQUIRED ON FIRM SUBSTRATE 3.     FINISH SURFACES TO BE LEVEL WITHIN 10mm THROUGHOUT WITH FLOAT/TROWEL FINISH 4.     REINFORCING FABRIC IN ACCORDANCE WITH BS 4483:1998 REF. A252 POSITIONED 200mm BELOW FINISH SURFACE LEVEL 5.     CONCRETE TO BE A DESIGNED MIX IN ACCORDANCE WITH BS EN 206:2013 AND BS EN 8500-1:2015 CEMENT ACCORDING TO BS EN 197-1:2011 AGGREGATE ACCORDING TO BS EN 12620:2013 MAX SIZE OF AGGREGATE - 20mm CONCRETE GRADE - C30 WATER-CEMENT RATIO - 0.60  MIN. CEMENT CONTENT 280Kg/m³ 6.     ALLOW CONCRETE POUR TO CURE FOR 7 DAYS MINIMUM 7.     IF GROUND IS SOFT OR OF POOR QUALITY THEN PROPER ADVICE SHOULD BE SOUGHT 8.     GATE(S) SECURED WITH PARABOLTS INSERTED INTO HOLES DRILLED THROUGH FROM BASEPLATES 9.     CABLE DUCTS MUST NOT CROSS FOUNDATIONS LESS THAN 300mm BELOW SURFACE
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