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SR1 & SR3 also available.
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ALL ANGLES ARE PERPINDICULAR UOS
CONSULT DESIGN OFFICE IF ROADWAY IS NOT LEVEL TO £10mm
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FOUNDATION REQUIREMENTS 1.     ROADWAY MUST BE LEVEL TO ±10mm FROM DATUM POINT - IF LEVEL CHANGES CONSULT DESIGN OFFICE. 2.     DIMENSIONS STATED ARE MIN, REQUIRED ON FIRM SUBSTRATE 3.     FINISH SURFACES TO BE LEVEL WITHIN 10mm THROUGHOUT WITH FLOAT/TROWEL FINISH 4.     REINFORCING FABRIC IN ACCORDANCE WITH BS 4483:1998 REF. A252 POSITIONED 200mm BELOW FINISH SURFACE LEVEL 5.     CONCRETE TO BE A DESIGNED MIX IN ACCORDANCE WITH BS EN 206:2013 AND BS EN 8500-1:2015 CEMENT ACCORDING TO BS EN 197-1:2011 AGGREGATE ACCORDING TO BS EN 12620:2013 MAX SIZE OF AGGREGATE - 20mm CONCRETE GRADE - C30 WATER-CEMENT RATIO - 0.60  MIN. CEMENT CONTENT 280Kg/m³ 6.     ALLOW CONCRETE POUR TO CURE FOR 7 DAYS MINIMUM 7.     IF GROUND IS SOFT OR OF POOR QUALITY THEN PROPER ADVICE SHOULD BE SOUGHT 8.     GATE(S) SECURED WITH PARABOLTS INSERTED INTO HOLES DRILLED THROUGH FROM BASEPLATES 9.     CABLE DUCTS MUST NOT CROSS FOUNDATIONS LESS THAN 300mm BELOW SURFACE
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